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v \— DAY PARKING FOR CONTRACTOR’S \
\ EMPLOYEES MAY BE AVAILABLE ON \ ‘
COUNTY PROPERTY. NO OVERNIGHT
PARKING OR MATERIALS STORAGE IN \ & /
THS—AREA / S ONTRACTOR SHALL ONLY/ACCESS
\ / LOT 4 ALONG THIS CORRIDOR WITHIN' THE
R SHERIDAN ROAD — 7, FENCED IN AREA.
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ok — _ RECEIVING PIT #3
@ ‘ @ PHASE 2 T T T T Ty s T e e e (ACCESS ALONG PROPERTY)
<> S NG N N N O T I N LINE FROM THE WEST ONLY
~| sanmH -\- \)\_\ _________________________
Meoras. CTRECEMNG PIT 42 ———>— 77T O TN G0 SN, N T XX L DN\ e
e e I % \ GENERAL NOTES:
L T s s - - o (1) ACCESS TO CEMETERY MUST BE MAINTAINED AT ALL TIMES.
________________________________________ ROAD CLOSURES WITHIN THE CEMETERY MUST OCCUR LEGEND
= ) = - - - OVERNIGHT OR ON WEEKENDS AND SHALL BE COORDINATED
------------------------------------------------ A WITH THE CONTRACTING OFFICER & CEMETERY DIRECTOR.
_________________ N . DURING PHASE 1 OUTBOUND LANE OF
-------------------------------------- 0% - JEFFERSON DRIVE MAY BE USED FOR 2. COORDINATE ALL WORK WITH THE CONTRACTING OFFICER TREE
_______________________________________ ;,“{ R X g?gglggﬁpoé\anS;éGLNR%ﬁ YSM-SEERCI:GII-?SI:ZD AND CEMETERY DIRECTOR. CONTRACTOR SHALL BE MINDFUL
e """ o 024 WITH TEMPORARY CONSTRUCTION FENCE ggMg?ggiEggQaEgﬁgT:gNgEg,'ygDgOTOg ESRCAHTEEDSEEL}Y WITH HEADSTONE
ST ' OPERATIONAL AREAS, NOISE AND/OR OTHER DISRUPTIONS.
CEMETERY OPERATIONS WILL TAKE PRECEDENCE OVER ® WATER VALVE
OVERALL CONSTRUCTION PHASING NOTES: CONSTRUCTION. O uTuTy PoLE
3. ALL WORK AREAS SHALL BE SEPARATED FROM «—— GUY WIRE

1. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL SUBMIT FOR APPROVAL BY SURROUNDINGS WITH TEMPORARY CHAIN LINK FENCING (6’ @NEW SANITARY MANHOLE
CONTRACTING OFFICER, A WORK PLAN INCLUDING METHOD OF INSTALLATION, HIGH) FOR PUBLIC SAFETY. ALL EXCAVATIONS SHALL BE
LOCATION AND SIZE OF JACKING AND RECEIVING PITS, SHORING DESIGN, ETC... BACKFILLED IMMEDIATELY AFTER WORK IS COMPLETED. (S) EXISTING SANITARY MANHOLE

EXCAVATIONS MAY UNCOVER AREAS OF KARST @ COMMUNICATION MANHOLE
2.  PREPARE SITE. REMOVE TREES SHOWN AND AS NECESSARY TO COMPLETE TOPOGRAPHY AND AS SUCH, SINKHOLES ARE OF CONCERN.
THE WORK. REMOVE DECORATIVE FENCE AS SHOWN. ERECT TEMPORARY ALL EXCAVATIONS SHALL BE PROTECTED FROM RAIN COMMUNICATION SPLICE BOX
WATER ACCUMULATION, SURFACE WATER DRAINAGE AND
CONSTRUCTION FENCE PRIOR TO BEGINNING ANY EXCAVATIONS. DEWATERING. MEASURES SHALL BE MBLEMENTED WHEN $9 GAS VALVE
STANDING WATER IS PRESENT. DEWATERING AND w EXISTING WATER LINE (UNDERGROUND)

3.  EXCAVATE AREAS SHOWN TO DEPTHS NECESSARY FOR INSTALLATION OF NEW PROTECTION MEASURES SHALL BE PROVIDED BY THE
SANITARY SEWER. EXCAVATE ROCK WHERE NECESSARY TO ACHIEVE INVERTS CONTRACTOR AND BE CONSIDERED INCIDENTAL TO THE e EXISTING ELECTRIC LINE (UNDERGROUND)
AS SHOWN IN THESE PLANS. CONTRACTOR SHALL INCLUDE 350 CY OF ROCK CONTRACT. o EXISTING ELECTRIC LINE (OVERHEAD)
EXCAVATION IN THE BASE BID. 5. 'TRENCHLESS’ PIPE INSTALLATION METHODS SHALL BE USED - EXISTING OVERHEAD UTILITY

TO MINIMIZE SURFACE DISRUPTION. OPEN CUT EXCAVATION c EXISTING GAS LINE (UNDERGROUND)

4. CONTRACTOR SHALL DESIGN AND INSTALL SHEET PILING OR OTHER SUITABLE SHALL BE LIMITED TO THE AREAS SHOWN UNLESS uT EXISTING TELEPHONE LINE (UNDERGROUND)
FIXED SHORING TO MINIMIZE SIZE OF DISTURBED AREAS, PROVIDE A SAFE UNKNOWN ROCK EXCAVATION PRESENTS ITSELF. o EXISTING FIBER OPTIC LINE
WORKING ENVIRONMENT FOR PIPE JACKING AND INSTALLATION WORK, AND 6. ALL WORK SHALL BE DONE IN ACCORDANCE WITH MSD . YISTING. SANITARY SEWER
PROTECT ADJACENT GRAVES, ROADWAYS & STRUCTURES. STANDARD SPECIFICATIONS. EXISTING PROPERTY/ROW LINE

5.  INSTALL PIPE AS SHOWN ON THESE PLANS. PIPE INSTALLATION SHALL OCCUR 7. ALL WORK IN SHERIDAN ROAD R/W SHALL BE DONE IN > TROTOSED SANIARY SEER
IN AN ORDER THAT MINIMIZES SEWAGE PUMPING TIME. AS SUCH, PIPE ACCORDANCE WITH ST. LOUIS COUNTY REQUIREMENTS & e eRLCTON e

. ! PERMIT. X
INSTALLATION FROM SANMH—1 TO RECEIVING PIT #3 SHALL BE THE LAST
LENGTH OF JACKED PIPE INSTALLATION. 8. CONTRACTOR SHALL COORDINATE PROTECTION & oPEN ExcavATION (Z)
RELOCATION (IF REQUIRED) OF EXISTING UTILITIES. —— —

6. AFTER FINAL CONNECTIONS ARE MADE TO INTERCEPT AND REROUTE EXISTING L | PHASE BOUNDARY

SANITARY SEWER, REMOVE AND/OR ABANDON PIPE AND STRUCTURES AS ==

SHOWN.
7. AFTER COMPLETION OF SANITARY SEWER, RESTORE ALL DISTURBED AREAS. TRAFFIC CONTROL NOTES:
REMOVE TEMPORARY CONSTRUCTION FENCING. RECONSTRUCT DECORATIVE
PERIMETER FENCE AS SHOWN. RE—PLANT TURF AND OTHER VEGETATION AS
SHOWN ON THE LANDSCAPE PLAN.

1. CONTRACTOR MUST MAINTAIN 2 (10" MIN.) LANE WIDTHS OF VEHICLE ACCESS TO CEMETERY AT
ALL TIMES DURING OPERATING HOURS. AFTER HOURS CLOSURES MUST BE APPROVED BY
CONTRACTING OFFICER & COORDINATED WITH CEMETERY DIRECTOR. CONTRACTOR SHALL STAGE
CONSTRUCTION APPROPRIATELY TO MEET THESE REQUIREMENTS.

8. CONSTRUCTION PHASING PLANS FOR PHASE 1, PHASE 2 AND PHASE 3 ARE
SHOWN ON THE FOLLOWING SHEETS. THESE SHEETS ALSO INCLUDE BASIC
TRAFFIC CONTROL LAYOUT FOR EACH PHASE. ACTUAL TRAFFIC CONTROL

2. TURN LANE CLOSURE AND ALL CONSTRUCTION WITHIN SHERIDAN ROAD RIGHT OF WAY MUST BE
COORDINATED WITH ST. LOUIS COUNTY HIGHWAY AND TRAFFIC DEPARTMENT.
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LAYOUT SHALL COMPLY WITH MISSOURI MUTCD & OTHER REGULATIONS BASED 3. TRAFFIC CONTROL SHALL BE PLACED IN ACCORDANCE WITH THE MODOT MUTCD FOR ACTUAL
ON SPECIFIC SITE CONDITIONS. WORK CONDITIONS. THESE PLANS ARE INTENDED TO PROVIDE CONTRACTOR WITH GENERAL
REQUIREMENTS OF CONSTRUCTION AND SHOW INTENT.

9.  PROTECT ADJACENT PAVING AND LANDSCAPE NOT DESIGNATED FOR PHASING SCHEMATIC 4. LANES ON JEFFERSON DRIVE MAY BE NARROWED TO 10’ WIDTH (MIN.) TO ACCOMMODATE
REPLACEMENT. ANY DAMAGED PAVEMENT OR LANDSCAPE SHALL BE (MAXIMUM DURATION IN CALENDAR DAYS NOTED) CONSTRUCTION. LANES CLOSURES AND TRAFFIC REROUTING OTHER THAN THOSE SHOWN ON
RESTORED IN—KIND AT NO ADDITIONAL COST TO OWNER. THESE PLANS MUST BE APPROVED BY CONTRACTING OFFICER AND CEMETERY DIRECTOR.

PHASE 1 5. CONTRACTOR TO PROVIDE & INSTALL UP TO 12 — 24" X 36" TEMPORARY CUSTOM DIRECTIONAL
45 DAYS SIGNS TO ASSIST VISITOR DIRECTION. COORDINATE WORDING & PLACEMENT WITH VA STAFF. SIGN
CALL 48 HOURS BEFORE DIGGING -— PANELS SHALL BE CONSTRUCTED OF A COMMERCIAL VINYL SIGN ADHERED TO A PAINTED
Utiities Underground Location Center OPEN CUT PHASE 2 PLYWOOD SUBSTRATE (FOR STABILITY) AND MOUNTED ON A TYPICAL STEEL CHANNEL SIGN POST.
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